
Samsung ProXpress SL-M4580FX Laser Multifunction Printer Specifications

FUNCTIONS Print, copy, scan, fax

MULTITASKING SUPPORTED Yes

PRINT SPEED BLACK Normal: Up to 45 ppm

FIRST PAGE OUT BLACK (A4, READY) As fast as 6.5 sec

FIRST PAGE OUT BLACK (A4, SLEEP) As fast as 23 sec

PRINT SPEED COLOR Normal:

FIRST PAGE OUT (READY) Black: As fast as 6.5 sec

FIRST PAGE OUT (SLEEP) Black: As fast as 23 sec

DUTY CYCLE (MONTHLY, A4) Up to 200,000 pages

RECOMMENDED MONTHLY PAGE VOLUME 2,000 to 15,000

PRINT TECHNOLOGY Laser

PRINT QUALITY BLACK (BEST) Up to 1,200 x 1,200 dpi

PRINT LANGUAGES PCL5, PCL6, PS3, PDF V1.7

DISPLAY 10.1-in Color Touchscreen Panel

PROCESSOR SPEED 1000 MHz

AUTOMATIC PAPER SENSOR No

REPLACEMENT CARTRIDGES Standard Toner Cartridge (~ 40,000 yield) MLT-D303E

HP EPRINT CAPABILITY No

MOBILE PRINTING CAPABILITY Apple AirPrint™, Mopria™ Certified, Mobile Apps,
Samsung Cloud Print, Google Cloud Print™, PrinterOn Print

WIRELESS CAPABILITY Optional Wi-Fi; Authentication via WEP, WPA/WPA2, WPA
Enterprise; Encryption via AES or TKIP; WPS; Wireless
Direct Printing; Optional NFC

CONNECTIVITY, STANDARD Hi-Speed USB 2.0, Host USB; built-in Gigabit Ethernet
10/100/1000 Base-TX network port

NETWORK READY Standard (built-in Gigabit Ethernet)

MINIMUM SYSTEM REQUIREMENTS Windows® XP (SP3) (32-bit)or newer, 933 MHz processer or
higher, 128 MB RAM, 1.5 GB HD space, CD-ROM or
Internet, USB or Network connection OSX 10.5 or newer;
Internet; USB or Network connection; 1 GB HD space; 1 GB
RAM

COMPATIBLE OPERATING SYSTEMS Windows®: XP (32/64 bit), 2003 Server (32/64 bit), Vista
(32/64 bit), 2008 server (32/64 bit), 7 (32/64 bit), 2008
Server R2, 10 (32/64 bit), 2012 Server, 2016 Server; MAC
OS 10.5 - 10.11; Linux: Red Hat Enterprise Linux (5, 6, 7),
Fedora (15, 16, 17, 18, 19, 20, 21, 22), openSUSE (11.4,
12.1, 12.2, 12.3, 13.1, 13.2), Ubuntu (11.04, 11.10, 12.04,
12.10, 13.04, 13.10, 14.04, 14.10, 15.04, 15.10), SUSE Linux
Enterprise Desktop (11, 12), Debian (6, 7, 8), Mint (13, 14,
15, 16, 17); Unix: Sun Solaris 9, 10, 11 (x86, SPARC), HP-
UX 11.0, 11i v1, 11i v2, 11i v3 (PA-RISC, Itanium), IBM
AIX 5.1, 5.2, 5.3, 5.4, 6.1, 7.1 (PowerPC)

MEMORY 4 GB

MEMORY, MAXIMUM 4 GB

INTERNAL STORAGE Standard, 320 GB HDD; User available space: 279 GB

PAPER HANDLING INPUT, STANDARD 100-sheet multi-purpose tray, 550-sheet input tray, 50-sheet
Automatic Document Feeder

PAPER HANDLING OUTPUT, STANDARD 500-sheet output bin



MAXIMUM OUTPUT CAPACITY (SHEETS) Up to 500 sheets

DUPLEX PRINTING Automatic (standard)

MEDIA SIZES SUPPORTED Tray 1: A4, A5, A6, B5 (ISO), B5 (JIS), Oficio, Envelope
(DL, C5, C6), Tray 2: A4, A5, A6, B5 (ISO), B5 (JIS), Oficio

MEDIA SIZES, CUSTOM Tray 1: 76 x 127 to 216 x 356 mm; Tray 2: 98 x 148 to 216 x
356 mm;

MEDIA TYPES Plain, Thick, Thin, Cotton, Color, Preprinted, Recycled,
Lables, CardStock, Bond, Archive, Envelope, Letterhead,
Hole Punched

MEDIA WEIGHT, SUPPORTED Tray 1: 60 to 220 g/m²; Tray 2: 60 to 163 g/m²; optional input
tray: 60 to 163 g/m²

MEDIA WEIGHTS, SUPPORTED ADF 60 to 105 g/m²

SCANNER TYPE Flatbed, ADF

SCAN FILE FORMAT PDF, JPG, TIFF, XPS, Searchable PDF, Compact PDF,
PDF/A, PDF Encryption, Digital Signature in PDF

SCAN RESOLUTION, OPTICAL Up to 600 dpi

SCAN SIZE (ADF), MAXIMUM 216 x 356 mm

SCAN SIZE (ADF), MINIMUM 145 x 145 mm

SCAN SPEED (NORMAL, A4) Up to 35 ppm/60 ipm (black, color)

AUTOMATIC DOCUMENT FEEDER CAPACITY Standard, 50 sheets

DIGITAL SENDING STANDARD FEATURES Scan to email; scan to folder (SMB,FTP); Scan to HDD; scan
to DFS; scan to USB drive; WSD Scan; Scan to PC; PC Scan;
Scan to Samsung Cloud; LDAP Authentication

SCAN INPUT MODES Front-panel scan, copy, fax, email, Samsung Scan software;
user application via TWAIN or WIA

COPY SPEED (NORMAL) Black: Up to 45 cpm Color:

COPY RESOLUTION (BLACK TEXT) Up to 600 x 600 dpi

COPY REDUCE / ENLARGE SETTINGS 25 to 400%

COPIES, MAXIMUM Up to 9999 copies

FAXING Yes

FAX TRANSMISSION SPEED 33.6 kbps

POWER 110-volt input voltage: 110 to 127 VAC, 50/60Hz and 220-
volt input voltage: 220 to 240 VAC, 50/60Hz

POWER CONSUMPTION 900 watts (Printing), 900 watts (Copying), 30 watts (Ready),
1.8 watts (Sleep)

ENERGY EFFICIENCY ENERGY STAR® qualified

BLUE ANGEL COMPLIANT Yes, Blue Angel DE-UZ 205

OPERATING TEMPERATURE RANGE 10 to 30°C

RECOMMENDED OPERATING HUMIDITY RANGE 20 to 70% RH (non-condensing)

ACOUSTIC POWER EMISSIONS (READY) 4.2 B (A)

ACOUSTIC PRESSURE EMISSIONS BYSTANDER
(ACTIVE, PRINTING)

54 dB (A)

WHAT'S IN THE BOX Power cord(s); Black Toner Cartridge (~7000 pages); User
Guide; Fax cable (AP only); warranty card; CD

CABLE INCLUDED No, please purchase USB cable separately

SOFTWARE INCLUDED Samsung Common Installer, Total Uninstaller, PCL6 print
driver, TWAIN/WIA driver, PC Fax Utility, Easy Printer
Manager, Easy Document Creator, Scan OCR program,
Printer Diagnostics, Printer Center, View User's Guide, Lite
SM

WARRANTY Warranty varies by country. Please contact customer service



for information.


